SAFETY

Exterior and interior
safety features

Automatic inertia-lock
seat belts

Telltale and warning lamps
Heated rear window
Wiper blades

Fog lights

Tires

Brake fluid
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38 Safety precautions

Think of yourself —
and others

For your personal safety and that of your
passengers, please note the following
recommendations:

Before driving all windows and the outsi-
de mirror should be clean, so that good
vision is assured in all directions. In
addition, make sure that the headlights
and other outside light lenses are clean —
so that you can see and be seen,

If you start the car inside a garage,
remember that the exhaust fumes contain
anodorless and invisible but highly poiso-
nous gas (carbon monoxide). Always
open the garage door first.

Position the driver's seat correctly for a
comfortable driving position, good all-
round vision and easy access to all
controls.

The most suitable driving position is
normally with the arms slightly bent.

Warning: do not adjust seat position
while driving - this constitutes an acci-
dent risk.

For safety reasons, position the head-
rests at head height, not at neck height.

Adjust the settings of the interior and
outside mirrors to suit the chosen seat
position.

Remember to swing down the sun visors
to shield both driver and passengers from
direct sunlight or glare.

The seat belts can only protect you and
your passengers if they are worn for
every journey, even short trips in town.

Automatic (inertia-lock) seat belts with
lap and diagonal straps are standard
equipment for the front and rear seats of
your BMW,

Children should only accupy the rear
seats, and depending on their age and
size either wear the seat belts or a special
children’s seat.




The seat belts have been snug designed
to simplify fastening and wearing. Place
the upper strap across the shoulder and
chest, the lower strap round the hips. Pull
the locking catch section of the belt after
insertion to ensure that the lock has
engaged correctly, and check that the
straps are not twisted.
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Special attention should be paid to cor-
rect belt length, as this can greatly in-
fluence effective accident protection.
The lap section should be a snug fit, with
any slack passed back to the reel via the
shoulder section of the belt.

Attention:
Check position of the swinging link, it
always must be in line with the seat belt.

The length of the shoulder section is
automatically adjusted, but the belt re-
mains free during normal driving to permit
the necessary degree of movement at the
controls.

To release the seat belt, press the red
release button ("PRESS") on the lock
unit.

E2176128US

Safety precautions 39

If you should be unfortunate enough to be
involvedin an accident, the seat belts may
be subjected to unusually high loadings
and stretch beyond permissible limits. In
this case, they must be renewed together
with their fastenings as a safety precau-
tion.

At intervals, reel lock units, anchorage
points and straps should be examined for
signs of damage or wear.

Instructions for the routine care of seat
belts are given under the heading "CARE
AND MAINTENANCE™.




40 Warning system

A reminder on the dashboard consisting
of a warning buzzer and a visual warning
signal "FASTEN SEAT BELTS" will be
actuated for a time of about 6 sec. when
the ignition is switched on.

The buzzer will not sound, when the
driver's belt is put on before switching on
the ignition.

Also, the buzzer is actuated when the
ignition key is left in the lock and the
driver's door is opened.
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After 30.000 miles or 48.000 km a visual
warning signal "Oxygen-SENSOR" will
light up on the dashboard. This signifies
that the Emission Control System needs
maintenance.

Every 30.000 miles or 48.000 km the
oxygen sensor must be replaced.

When the maintenance is carried out the
workshop mechanic extinguishes the
warning light and resets the milage recor-
der.

After the engine has started, the battery
charge, oil pressure light and brake pad
wear warning light will extinguish. If
gither of these lights remains on, or
comes on again during the journey, see
instructions in "DRIVING HINTS, MINOR
DEFECTS".

The brake warning light should go out
when the handbrake is released. Howe-
ver, this light also indicates low brake fluid
level in the reservoir by remaining on or
coming on during a journey. In this event,
see instructions in "DRIVING HINTS, Mi-
NOR DEFECTS".

As a test the brake pad wear warning
light comes on while operating the starter.
If this warning light comes on during a
journey see "DRIVING HINTS, MINOR
DEFECTS".

E218062US






